
Video Stabilizer

IVS-100

The IVS-100 is a video stabilizer that electrically corrects video 
shaking which occurs in a camera. It can also correct unsteadiness 
on recorded VCR tapes.

■ Capable of correcting unsteady images in real time
■ Capable of correcting prerecorded VCR tapes in addition to live videos.
■ Capable of correcting up to 40% in vertical/horizontal direction with respect to screen
■ Correction accuracy measurable in sub-pixels is achieved.
■ Capable of setting Motion Detect Area for detecting motions in video to correct shaking.
■ Provides sub-pixel level correction precision.
■ Simple design-works just by connecting video cable without special connections.
■ Compact, DC operation.



Specifications

External Dimensions

 Application

Rear View

◆ How to use for remote monitoring with transmission equipment
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●Standard       NTSC or PAL (Auto detect)
●Video Input       Analog Composite: 1.0Vp-p, 75Ω, 1 input, BNC 
●Video Output      Analog Composite: 1.0Vp-p ±0.1V, 75Ω, 2 outputs, BNC
●Correction method      2 dimensional movement in horizontal, vertical and oblique directions
●Correction range      Adjustable to max. 40% of image size (16 steps)
●Correction Accuracy      Sub-pixel level
●Total Delay       3 frames (max.)
●Interfaces REMOTE: 1 port, 9-pin D-sub (female) , Stabilize ON/OFF, Bypass/Operate ON/OFF
●Temperature / Humidity    0ºC - 40ºC / 30% - 90% (no condensation)
●Power / Consumption     +12VDC - +24VDC / 11W
●Dimensions / Weight       145 (W) x 40 (H) x 162 (D) mm / Approx. 850g
●Accessories    Operation manual, AC adapter

The IVS-100 can improve compression efficiency 
in image transmission, as well as correct shaking 
of images.

To guard against the effects of salt or corrosive gases, do not use in a corrosive environment (near the sea, etc.). 
Use protective housing in case of use in a corrosive environment.

FOR-A COMPANY LIMITED Homepage:http://www.for-a.com/
Head Office :  3-8-1 Ebisu, Shibuya-ku, Tokyo 150-0013, Japan  +81 (0)3-3446-3936 Fax : +81 (0)3-3446-1470
FOR-A America Corporate Office : 11125 Knott Ave., Suite #A, Cypress, CA 90630, USA +1 714-894-3311 Fax : +1 714-894-5399
FOR-A America East Coast Office : 2 Executive Drive, Suite 670, Fort Lee Executive Park, Fort Lee NJ 07024, USA +1 201-944-1120 Fax : +1 201-944-1132 
FOR-A America Distribution & Service Center : 2400 N.E. Waldo Road, Gainesville, FL 32609, USA +1 352-371-1505 Fax : +1 352-378-5320
FOR-A Latin America & the Caribbean : 5200 Blue Lagoon Drive, Suite #760, Miami, FL 33126, USA  +1 305-931-1700 Fax : +1 305-264-7890
FOR-A Corporation of Canada : 425 Queen St. W. #210, Toronto, Ontario M5V 2A5, CANADA +1 416-977-0343 Fax : +1 416-977-0657
FOR-A UK Limited : UNIT C71, Barwell Business Park, Leatherhead Road, Chessington Surrey, KT9 2NY, UK +44 (0)20-8391-7979 Fax : +44 (0)20-8391-7978
FOR-A Italia S.r.l. : Viale Europa 50 20093, Cologno Monzese (MI), Milan, Italy +39 02-254-3635/6 Fax : +39 02-254-0477
FOR-A Corporation of Korea : 801 Dangsan Bld., 53-1 Dangsan-Dong, Youngdeungpo-Gu, Seoul 150-800, Korea +82 (0)2-2637-0761 Fax : +82 (0)2-2637-0760
FOR-A China Limited : Room C302 Tia Hao International Bld., 116 Zizhu-Yuan Road, Haidiang District, Beijing, China    +86 (0)10-5170-9870 Fax : +86 (0)10-5170-9772 

© 2011 FOR-A Company Ltd. FOR-A is a registered trademark of FOR-A Company Ltd. Design and specifications are subject to change without notice. Printed in Japan. 1102FJ0C


