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Supports H.264 High 422 Intra.

Auto-correction of dropped packets through FEC 

redundancy, following SMPTE ST 2022-1/2.

Encodes HD-SDI signals for output to two channels of 

compressed IP streams. Sets up to two destinations per 

channel.

Decodes IP input streams for output as HD-SDI signals 

and conversion to MXF �les without recompression. MXF 

�les can be played in NLE software as they are created.

• Save a MXF file while you watch live playback of IP streams

• Copy to EditShare™ or other network storage during saving

• FEC (SMPTE 2022-1) settings

Three modes of operation

Live playback and setting con�guration in a GUI
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IP sending and receiving mode
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• Encode HD-SDI signals for IP output

• 2 channels of SDI input, 4 channels of IP output

• Decode IP input for HD-SDI signal output

• 2 channels of IP input, 2 channels of SDI output

• Use the encoder and decoder separately, 

× 1 ch each

IP streaming with codec support for �le-based work�ows.
Saves input data without recompression to MXF �les.

Provisional
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System configurations

MXR-200IP (Rx)

NLE software

HD-SDI

Video camera

GUI GUI

Video switcher

IP streaming

MXR-200IP (Sender)MXR-200IP (Tx)

Network storage

IPMI LAN port x 1

USB3.0 port x 2 LAN port x 2

REFERENCE 
input x 2

SDI output x 2

SDI input x 2
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Ethernet LAN: 1000BASE-T, RJ-45 x 2 
IPMI: 100BASE-Tx, RJ-45 x 1

Video inputs HD: 1.5 Gbps, 75Ω, BNC x 2

Video outputs HD: 1.5 Gbps, 75Ω, BNC x 2

Video formats HD: 1080/59.94i, 1080/50i

Video codec H.264 High422 Intra 100 Mbps

Genlock inputs BB or Tri-level Sync, 75Ω, BNC x 2 (x 1 per channel)

Audio codec SMPTE ST302-compliant

IP outputs SMPTE ST2022-2-compliant; 2 channels, up to 2 destinations each

FEC SMPTE ST2022-1-compliant

Storage Internal SSD*

MXF file output Saves data from IP input (XAVC HD Intra-compliant)

Power 100 V AC to 240 V AC, 50/60 Hz

Consumption Maximum 400 W, Redundant power supply

Dimensions 429 (W) x 43 (H) x 437 (D) mm,1 RU rack-mount size, short-depth enclosure

*  For available capacity, contact a FOR-A representative.
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