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Upon Receipt 

HVS-6000PSM units and their accessories are fully inspected and adjusted prior to shipment. Check 

your received items against the packing lists below. Check to ensure no damage has occurred during 

shipment. If damage has occurred, or items are missing, inform your supplier immediately. 

 

◆ HVS-6000PSM Box 

ITEM QTY REMARKS 

HVS-6000PSM 1 HVS-6000 requires 2 units 

HVS-6000M requires 1 unit 

AC Cord 1 set  

Installation guide 1 This manual 

 

◆ Required tool 

Flathead driver 
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1. Power Unit Installation Slots 

HVS-6000PSM is a redundant power unit for HVS-6000/6000M. 

Two units of HVS-6000PSM are required to configure the HVS-6000 power supply as redundant. 

One unit of HVS-6000PSM is required to configure the HVS-6000M power supply as redundant. 

 

HVS-6000 front panel   HVS-6000M front panel 

 
 

 

 

POWER UNIT 1 (Installed) 

POWER UNIT 1 (Installed) 

POWER UNIT 2 (Option) 

POWER UNIT 2 (Installed) 

POWER UNIT 3 (Option) 

POWER UNIT 4 (Option) 
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2. Redundant Power Unit Installation / Replacement 

This chapter describes the procedure for making the HVS-6000 power supply a redundant configuration 

(new installation) and the procedure for replacing the HVS-6000 power supply. 

One unit of HVS-6000PSM is required to make the HVS-6000M power supply a redundant configuration. 

The procedure is the same as in this chapter. 

 

 

2-1. How to Install a New Power Unit 

The following procedure shows how to install two HVS-6000PSM units (POWER UNIT 3 and 

POWER UNIT 4) on the HVS-6000 for a redundant configuration.  

 

(1) Turn OFF the POWER 2 switch on the front panel of the HVS-6000, while the POWER 1 switch 

can be left ON. 

(2) Completely loosen the four fixing screws at the four corners of the front panel, and remove the 

front panel. 

 

 
 

(3) Unlock the HVS-6000PSM. Hold up the lever to release the lock. 

 
 

  

HVS-6000
DIGITAL VIDEO SWITCHER

PO WER 1

POW ER
ON

O FF

O FF

ON

POW ER

ALARM

ALARM

PO WER 2

HVS

1 

2 2 

2 2 

POWER UNIT 3 
Installation location 

POWER UNIT 4 
Installation location 

Hold up 
the lever 

Unlocked state 
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(4) Insert the HVS-6000PSM all the way to the back in 

POWER UNIT3 slot. 

 

 

(5) Fold down the lever on the HVS-6000PSM to lock 

it.  

 

(6) Insert the HVS-6000PSM all the way to the back in 

POWER UNIT4 slot. 

 

 

(7) Fold down the lever on the HVS-6000PSM to lock 

it. 

 

 

 

 

 

 

 

 

 

 

(8) Re-install the front panel. 

 

(9) Plug two power cords on the back of the HVS-6000.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(10) Verify that the POWER 2 lamp on the front panel is lit orange, then turn ON the POWER 2 

switch.  

 

(11) Open the [SETUP > STATUS > ALARM] menu in the OU and confirm that SUPPLIED is 

displayed in POWER SUPPLY 3 and POWER SUPPLY 4 of the MU. 

 

 

A new power unit installation is now complete. 

 

 

Fold down 
the lever 

Fold down 
the lever 
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2-2. How to Replace a Power Unit 

The following procedure shows how to replace the POWER UNIT 1 of the HVS-6000 to a new 

power unit set. 

 

(1) Turn OFF the POWER 1 switch on the front panel of the HVS-6000. 

(2) Disconnect the power cords for POWER 1 on the rear panel. 

(3) Completely loosen the four fixing screws at the four corners of the front panel, and remove the 

front panel. 

 
 

(4) Unlock the POWER UNIT 1. Hold up the lever to release the lock. 

(5) Hold the handle and pull out the POWER UNIT 1 toward you. 

(6) Unlock the new power unit (HVS-6000PSM). Hold up the lever to release the lock. 

 
 

(7) Insert the new power unit (HVS-6000PSM) all the way to the back, and then fold down the 

lever to lock it. 

(8) Re-install the front panel. 

(9) Plug the power cords into the back of the HVS-6000. 

(10) Verify that the POWER UNIT 1 lamp on the front panel is lit orange, and then turn ON the 

POWER 1 switch. 

(11) Open the [SETUP > STATUS > ALARM] menu in the OU, and confirm that SUPPLIED is 

displayed in POWER SUPPLY 1 of the MU. 

 

A power unit replacement is now complete. 
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